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Section 1107.2 Separate Systems Required 89
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- PROPOSED:CODE CHANGE (Check One). -

[:| Change to read as follows . Add to read as follows I:] Delete and substitute as follows D Delete without substitution

Add a section 1107.2 to read as follows:

1107.2 Separate systems required. Secondary roof drain svstems shall have the end point of discharge separate from the
primary system. Discharge shall be above grade, in a location that would normally be observed by the building occupants or
mainienance personnel.

. REASON STATEMENT AND FISCALIMPACT

Section 1107.1 requires secondary emergency roof drains to prevent entrapped water if the primary drains allow buildup for any reason:

“Section 1107.1 Secondary drainage required. Secondary (emergency) roof drains oz scuppers shall be provided where the roof
perimeter construction extends above the roof in such a menner that water will be entrapped if the primary drains_allow buildup for
any reason,”

Proposed section 1107.2 clarifies that a separate point of discharge is required for the secondary roof drains to insure that a blockage in the
primary reof drain system will not permit entrapped water. Further, it provides additional capacity in the event of a rainfall event greater than
those shown in figure 1106.

Fiscal impact is minimal - compliance with existing section 1107.1 essentially requires the secondary discharge to e separate from the primary
system.

" REVIEW RECOMMENDATION -

Approve
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Approve as amended
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